
LET THE SUN 
POWER YOUR ROOF 
AND BUSINESS 
Solar Grid-Tie Inverter 
15 KT NG - 24 KT NG

Features :
•	 IEC	Certified	&	BIS	Approved	
•		 1.5	times	DC	Over	loading	per	MPPT
•		 Inbuilt	type	II-SPD	for	DC	&	AC	Side
•		 High	efficiency	inverter	up	to	98.6	%
•		 Maximum	DC	input	Voltage	1100	V
•		 String	Level	Monitoring
•		 Online	Software	Upgrade
•		 WiFi	/	GPRS	Data	logger	USB	Type

IS 16221 (PART 2):2015/IEC 62109-2 : 2011 & IS 
16169 : 2014/IEC 62116 : 2008

R-41165239

www.bis.gov.in



TECHNICAL SPECIFICATION OF THREE PHASE - NG SERIES 

Havells	India	Ltd.
Corp. Office : QRG Towers, 2D, Sector -126, Expressway, Noida - 201 304 (UP), Ph. +91-120-3331000, 
E-mail: marketing@havells.com, www.havells.com, Customer Care No.: 08045 77 1313
Join us on Facebook at www.facebook.com/havells and share your ways to save the planet!

CIN	-	L31900DL1983PLC016304.

DATASHEET Enviro	GTi
15 KT-NG

Enviro	GTi
20	KT-NG

Enviro	GTi
24 KT-NG

Input (DC)
Recommended Max. PV input power 22500 Wp 30000 Wp 36000 Wp
Number of MPP trackers 2
Number of DC inputs 2/2
Max. Input voltage 1100 V
Start-up voltage 160 V
Rated input voltage 650 V
MPPT operating voltage range 140 V - 1000 V
Full power MPPT voltage range 420 V - 850 V 480 V - 850 V 540 V - 850 V
Max. Input MPPT current 26 A / 26 A 26 A / 26 A 26 A / 26 A
Max. input short circuit current per MPPT 36 A / 36 A 36 A / 36 A 36 A / 36 A

Output (AC)
Rated Power 15000 W 20000 W 24000 W
Max. AC Power 16500 VA 22000 VA 26400 VA
Max. Output current 23.9 A 31.9 A 38.3 A
Nominal grid voltage 3/N/PE, 220V/380Vac, 230V/400Vac
Grid voltage range 310Vac-480Vac (According to local standard)
Nominal frequency 50 Hz / 60 Hz
Grid frequency range 45 Hz - 55 Hz ( According to local standard )
Active power adjustable range 0~100 %
THDi <3 %
Power factor 1default (adjustable +/-0. 8)

Performance
Max. efficiency 98.60 %
European efficiency 98.20 %

Protection
DC Reverse Polarity Protection Yes
Anti-islanding protection Yes
Leakage current protection Yes
Ground fault monitoring Yes
PV-array string fault monitoring Yes
Anti reverse power function Optional
DC switch Yes
AFCI protection Optional
Input / output SPD PV: type II standard, AC: type II standard

Communication
Standard communication mode RS485 / USB / Bluetooth, Optional: WiFi / GPRS

General Data
Ambient temperature range -30 °C℃~+60 °C℃
Self-consumption at night <1 W
Topology Transformerless
Degree of protection IP65
Allowable relative humidity range 0~100%
Max. Operating altitude 4000 m
Noise <40 dB
Weight 20 kg 22 kg 23 kg
Cooling Fan
Dimension 520 mm x 430 mm x 189 mm
Display LCD
Standard warranty 10 years

Standard
EMC EN61000-6-1, EN61000-6-3, EN61000-6-3-11,EN61000-6-3-12

Safety standards IEC62109-1/2, IEC62116, IEC61727, IEC61683, IEC60068(1,2,14,30)

BIS Certified IS 16221 (PART 2):2015/IEC 62109-2 : 2011 & IS 16169 : 2014/IEC 62116 : 2008


